Installation

Instructions &
Owner’s Manual

AUTOFLO STEAM UNIT - POWER HUMIDIFIERS
| MODELS SU-14 AND SU-20

The AutoFlo Power Humidifier you have purchased has
been designed to be simple to operate and maintain.
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FIG. 1

Familiarizing yourself with the items listed in Figures 1
and 2 will assist you in installing your AutoFio Model SU
Power Humidifier.

\ WATER FILL
/ |_ FLOAT)

\Q
r:ﬁ"l

T~LOW VOLTAGE
TERMINAL STRIP

PANEL LAMP

FIG. 2

Parts included in the Model SU Humidifier package are:

SU Humidifier

Self-Piercing Saddie Valve
Installation and Operation Manual
Mounting Template

Mounting Screws
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Additional parts recommended:

1. Drain Line — '5/8” I.D. automotive or dish washer
drain hose

1" Hose Clamp

Humidistat — AutoFlo Models 052000 or 062000
Electrical Wiring and Connections

Relay (if necessary) AutoFlo Model 1549
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SIMPLIFIED INSTALLATION INSTRUCTIONS

1. Select the mounting location and tape on the
mounting template.

Punch or drill the (8) mounting holes.

Cut out the SU opening in the duct.

Connect the water line.

Check water level and adjust float.
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Insert the SU into the opening and screw in place.
Connect an overflow drain line.

Make 24 VAC electrical connections to blower inter-
lock.

Install humidistat.

Plug power cord into a grounded outlet.
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“Under Duct Adaptor” kit and disregard Steps 2 and 3
in this Installation Manual.
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If the humidifier is installed on fiberglas duct, the in-
staller must provide structural support for mounting.
The fiberglas duct will not provide a good material for
the mounting screws.

. MOUNTING TEMPLATE

Once the installation location has been established,
the mounting template is taped to the duct; as seen
in Figure 3. The template must be leveled using the
top of the cutout on the template. The template
should be located so that the bottom of the reservoir
cut-out is flush with the inside of the bottom of the
duct. Since most ducts are insulated, the insulation
thickness, about one (1) inch, must be accounted for
when determining the location for the bottom of the
reservoir cut-out.
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printed on the plastic bag containing the saddle
valve and its components.

The saddle valve must be connected to the
Humidifier with copper tubing. When tightening
the hex compression nut, tighten only enough to
assure there are no leaks.

. The copper tubing should be connected to the
saddle valve and the humidifier and water allowed
to fill the humidifier in order to check for correct
water level, prior to installation.

B. OVERFLOW DRAIN LINE
The use of an overflow drain line is required.

Use 5/8" ID rubber tubing, such as standard auto-
motive heater or dishwasher drain hose. Slip the
hose over the 5/8” drain fitting and use a 1” hose
clamp to secure.

Route the hose to a suitable drain. DO NOT route
the hose above the bottom of the humidifier.

5. FLOAT ADJUSTMENT

A. WATER LEVEL ADJUSTMENT

CAUTION:
When making adjustments to the water level by
bending the ball float arm, refer to Figures 4 and 5.

DO NOT connect, (plug-in) the SU power cord!

After connecting the water line, as described in

Section 4 above, place the humidifier on a table,

with the reservoir flat and level. Turn on the water
and allow the reservoir to fill until the ball float has
stopped the water flow into the reservoir.




